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Atomically resolved domain boundary structure in lead zirconate-based
antiferroelectrics
Abstract
Domain boundary (DB) structures are of great importance for understanding the structure-property
relationship in many ferroic crystals. Here, we present atomically resolved DB configurations in
PbZrO3-based antiferroelectric ceramics. The Pb-cation displacement relative to B-site cations is precisely
determined using aberration-corrected scanning transmission electron microscopy. We find that 90° DBs in
undoped PbZrO3 can be as thin as one primitive cell of the perovskite structure, often appearing curved or
zigzagged due to the complex dipole arrangement. In a chemically modified composition,
Pb0.99Nb0.02[(Zr0.57Sn0.43)0.95Ti0.05]0.98O3, in which incommensurate modulations are present, the
DB has a typical thickness of at least two primitive cells, with more or less aligned dipole moments. Our
findings provide insights into establishing the structure-property relationship in antiferroelectrics, shedding
light on the design and fabrication of domain-boundary electronics.
Disciplines
Engineering Physics | Materials Science and Engineering
Comments
This article is published as Ma, Tao, Zhongming Fan, Xiaoli Tan, and Lin Zhou. "Atomically resolved domain
boundary structure in lead zirconate-based antiferroelectrics." Applied Physics Letters 115, no. 12 (2019):
122902. DOI: 10.1063/1.5115039. Posted with permission.
This article is available at Iowa State University Digital Repository: https://lib.dr.iastate.edu/mse_pubs/349
Appl. Phys. Lett. 115, 122902 (2019); https://doi.org/10.1063/1.5115039 115, 122902
© 2019 Author(s).
Atomically resolved domain boundary
structure in lead zirconate-based
antiferroelectrics
Cite as: Appl. Phys. Lett. 115, 122902 (2019); https://doi.org/10.1063/1.5115039
Submitted: 13 June 2019 . Accepted: 03 September 2019 . Published Online: 18 September 2019
Tao Ma , Zhongming Fan, Xiaoli Tan , and Lin Zhou 
ARTICLES YOU MAY BE INTERESTED IN
Efficient spin current generation in low-damping Mg(Al, Fe)2O4 thin films
Applied Physics Letters 115, 122401 (2019); https://doi.org/10.1063/1.5119726
FIB lift-out of conducting ferroelectric domain walls in hexagonal manganites
Applied Physics Letters 115, 122901 (2019); https://doi.org/10.1063/1.5115465
Electrostatic potential mapping at ferroelectric domain walls by low-temperature
photoemission electron microscopy
Applied Physics Letters 115, 122903 (2019); https://doi.org/10.1063/1.5117881
Atomically resolved domain boundary structure
in lead zirconate-based antiferroelectrics
Cite as: Appl. Phys. Lett. 115, 122902 (2019); doi: 10.1063/1.5115039
Submitted: 13 June 2019 . Accepted: 3 September 2019 .
Published Online: 18 September 2019
Tao Ma,1 Zhongming Fan,2 Xiaoli Tan,2 and Lin Zhou1,2,a)
AFFILIATIONS
1Ames Laboratory, U.S. Department of Energy, Ames, Iowa 50011, USA
2Department of Materials Science and Engineering, Iowa State University, Ames, Iowa 50011, USA
a)Electronic mail: linzhou@ameslab.gov
ABSTRACT
Domain boundary (DB) structures are of great importance for understanding the structure-property relationship in many ferroic crystals.
Here, we present atomically resolved DB configurations in PbZrO3-based antiferroelectric ceramics. The Pb-cation displacement relative to
B-site cations is precisely determined using aberration-corrected scanning transmission electron microscopy. We find that 90 DBs in
undoped PbZrO3 can be as thin as one primitive cell of the perovskite structure, often appearing curved or zigzagged due to the complex
dipole arrangement. In a chemically modified composition, Pb0.99Nb0.02[(Zr0.57Sn0.43)0.95Ti0.05]0.98O3, in which incommensurate modulations
are present, the DB has a typical thickness of at least two primitive cells, with more or less aligned dipole moments. Our findings provide
insights into establishing the structure-property relationship in antiferroelectrics, shedding light on the design and fabrication of domain-
boundary electronics.
Published under license by AIP Publishing. https://doi.org/10.1063/1.5115039
Domain boundary (DB) engineering is an emerging field in
developing multifunctional ferroic materials, given that various
domains and their boundary structures can lead to unique physical,
magnetic, and electronic properties.1–3 DBs that break the existing
symmetry in the local area alter both the electrostatic potential and the
electronic structure, often resulting in boundary superconductivity4,5
or resistivity.6 The morphology of DBs influences domain switching
dynamics by either facilitating nucleation7 or impeding domain wall
motion.8 Defect–DB interactions can cause domain boundary pinning
by accumulated defect clusters, leading to electric fatigue or aging deg-
radation.9,10 It has been well documented that DBs can be created,11,12
manipulated,13–15 and annihilated,16,17 opening opportunities for tai-
loring the desired properties of ferroic materials for next-generation
domain-boundary electronics.
Precise DB engineering requires a deep understanding of bound-
ary structures and the structure-property relationship. However, this
knowledge is still elusive in many systems. For example, the PbZrO3-
based antiferroelectric (AFE) ceramics have been studied for over half
a century18,19 and considered as promising candidates for high energy-
density capacitors,20,21 electrocaloric devices,22,23 and large-strain
actuators.24,25 While these functions are rooted in their unique domain
and boundary structures, the dipole arrangement near the DB region
remains obscure. Early studies on the AFE structure in PbZrO3
revealed a fully compensated dipole moment in its unit-cell due
primarily to antiparallel Pb-displacements.19,26,27 Such an arrangement
of dipoles forms stripes with a periodicity of four layers of its pseudocu-
bic {110}c plane, known as the commensurate modulations (CMs) of
1
4 110f gc. The modulations appear as a “twin-like” structure across the
60 or 90 DBs, and the dipoles are assumed to maintain a head-to-tail
arrangement across the boundary.28 When Sn and Ti, in conjunction
with a small amount of Nb or La, are incorporated, the chemically modi-
fied ceramics transform to incommensurate phases of 1n 110f gc, (n is a
noninteger between 6 and 8).29–32 Transmission electron microscopy
(TEM) studies have revealed that incommensurate modulations (ICMs)
in the modified compositions have a variable thickness 2nm, corre-
sponding to nd{110}c, where d{110}c is the plane spacing.30 The boundary
structure in these modified ceramics with ICMs was previously assumed
to be similar to that in PbZrO3.
30–33 In our recent report,34 we systemati-
cally investigated the dipole arrangement in a series of chemically modi-
fied PbZrO3-based AFEs, and discovered that the dipole arrangement
was, however, quite different from that in PbZrO3: instead of the fully
compensated antiparallel dipoles, “imbalanced antiparallel” or
“orthogonal” arrangements were often observed, resulting in a net polari-
zation in the “quasi-AFE” domains. In this letter, we present the atomi-
cally resolved DB structures in PbZrO3 and a modified composition,
Pb0.99Nb0.02[(Zr0.57Sn0.43)0.95Ti0.05]0.98O3 (referred to as PZ-5 hereafter)
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using aberration-corrected scanning transmission electron micros-
copy (STEM), and directly map out the Pb-cation displacement
relative to the B-site cations. We demonstrate that in PbZrO3, a 90
DB does not always lie on a straight {100}c plane, but usually
becomes curved or zigzagged with either {110}c DB segments or pla-
nar defects inside the associated domains. In PZ-5 where ICMs are
present, the 90 DB is, in fact, an atomically thin layer with aligned
dipoles which can be regarded as a ferroelectric layer. Our findings
will provide guidance for precise DB engineering, paving the way
for the development of next-generation electronics.
PbZrO3 and PZ-5 ceramics were prepared with the solid-state
reaction method using PbO (99.9%), Nb2O5 (99.999%), ZrO2
(99.99%), SnO2 (99.997%), and TiO2 (99.9%) as the starting
materials. Detailed synthesis procedures were described in our previ-
ous reports.31,34 For TEM observation, the ceramics were mechanically
polished, followed by a short time, low-voltage Ar ion-milling to pre-
pare electron-transparent specimens. High resolution high-angle
annular dark-field (HAADF) images were captured using an FEI Titan
Themis 300 probe-corrected STEM operating at 200 kV. The orienta-
tion of the observed grains was carefully aligned to the pseudocubic
[001]c zone-axis by monitoring the Ronchigram. To minimize the
beam-specimen interaction, scanning distortion, and readout noise, 40
images were recorded from each area with a frame rate of 0.2 s, and
then cross-correlated and summed to produce a drift-corrected frame-
integrated image. The atomic displacement of Pb-cations was deter-
mined by comparing the actual positions of the Pb columns with the
ideal center of their surrounding B-site cations (Zr, Sn, Ti, and Nb),
using a home-designed Python code (powered by “Hyperspy”35 and
“Atomap”36 packages).
Figure 1(a) shows a typical bright-field TEM image of 90
domains in PbZrO3. The selected area electron diffraction (SAED) pat-
tern taken from the boundary region is embedded as the inset, which
displays two sets of 14 110f gc superlattice spots that are originated from
the CMs in the two associated domains. It can be seen that the DB
comprises a segment in the left along (110)c and a segment in the right
along (100)c. Pb-displacement vector maps together with the corre-
sponding HAADF-STEM images taken from the yellow box on the
(100)c segment and the red box on the (110)c segment of the DB are
presented in Figs. 1(b) and 1(c), respectively. Clearly, the off-center
displacement of Pb columns alternates between two opposing h110ic
directions in every two {110}c planes—the typical CMs of 14 110f gc. In
terms of the DBs, only the (100)c DB [Fig. 1(b)] matches the
“herringbone pattern” predicted by Tanaka et al.28 and the dipoles due
to Pb-displacements form the “head-to-tail” configuration. It
should be noted that the head-to-tail configuration is energetically
favored in order to minimize the depolarization energy on the DB.
Nevertheless, the (110)c DB [Fig. 1(c)], in which one stripe in the
top left domain intersects with every stripe in the bottom right
domain, has seldom been considered previously because the
dipoles in two domains do not form the head-to-tail configuration.
As can be seen in Fig. 1(c), there is no depolarization energy from
the top left domain since all the dipoles are in-plane with the DB.
Meanwhile, the depolarization energy from the bottom right
domain is negligible since the dipoles reverse their directions every
two {110}c atomic planes.
37 Consequently, the energy of such a
{110}c DB in AFE crystals is minimized by a mechanism other
than the traditional head-to-tail configuration.
AFE DBs could become more complicated than the segmented
one if planar defects in the domains extend to the DB. In PbZrO3, anti-
phase boundaries (APBs) are common planar defects and appear as
thin lines in bright-field images [marked by the green arrows in
Fig. 1(a)]. Two types of APBs were revealed from the Pb-displacement
vector maps. As shown in Figs. 1(d) and 1(e), respectively, the APBs
manifest as 1-layer and 3-layer stripes (highlighted by the dashed
boxes). Note that these two types of APBs, both with a local polariza-
tion, are among the polar translation boundaries predicted theoreti-
cally by Wei et al.12,38 However, those frequently observed in their
PbZrO3 film were not found here. Indeed, the internal strains of the
1-layer and 3-layer APBs are among the lowest of all the possible types
according to their theoretical calculations.12 It can be inferred that the
formation energies of these APBs are also at the lower side. Therefore,
they are the most common APBs observed in our bulk PbZrO3 that
had been sintered at a high temperature (1250 C).
With these APBs, AFE DBs can exhibit a “zig-zag” shape. An
example in another 90 DB in PbZrO3 is illustrated in Fig. 2. In a nor-
mal segmented DB [Fig. 2(a)], the stripes in the upper and lower
domains are all matched across the straight (100)c segments, even
though there is a jog of a (110)c segment in the middle. Apparently,
this “all-matched” configuration of the stripes across the {100}c bound-
ary is preserved as long as no APBs reach the DB. However, this geom-
etry is interrupted when an APB is present. As shown in Fig. 2(b), the
stripes are no longer aligned after the insertion of a 1-layer APB. To
FIG. 1. (a) Typical bright-field TEM image of 90 domains in PbZrO3 with line
contrast. The corresponding SAED is shown in the inset. The dashed line highlights
the DB. The green arrows mark the APBs that appear as thin lines in diffraction-
contrast images. (b) and (c) Pb-displacement vector maps overlaid on atomic reso-
lution HAADF-STEM images taken from the yellow and red boxes in (a), showing
the {100}c-type (b) and {110}c-type (c) DB, respectively. (d) and (e) Two types
of APBs with 1-layer (d) and 3-layer stripes (e), revealed by the Pb-displacement
vector maps taken from the line area in (a).
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accommodate the 1-layer shift caused by the APB, the boundary is
turned to a zig-zag shape with multiple {110}c segments, which gives
rise to local depolarization energy. A schematic illustrating the domain
configuration in PbZrO3 is shown in Fig. 2(c).
It is well known that the thickness of DBs in ferroic materials varies
from a few unit cells in ferroelectrics to tens of nanometers in ferromag-
nets.39 In the undoped PbZrO3 above, the dipoles change directions
abruptly across a DB, giving a DB thickness of one primitive unit cell.
In the modified composition PZ-5, ICMs are the dominant
microstructural feature. The atomic structures of DBs in AFE crystals
with ICMs have not yet been reported previously. A typical bright-
field TEM image of the 90 domains with a curved DB in PZ-5 is
presented in Fig. 3(a) (highlighted with the dashed line). The ICMs
inside the domains were confirmed by the textured contrast and the
appearance of two sets of satellite spots in the SAED taken from the
boundary region [inset in Fig. 3(a)]. A Pb-displacement vector map
was taken from the boundary region marked by the box, as shown in
Fig. 3(b). It can be seen that the Pb displacements in the lower domain
are in the imbalanced antiparallel arrangement (those in blue have a
larger magnitude than those in yellow), whereas the upper domain fea-
tures the orthogonal arrangement of the Pb displacements, which tend
to trace along the two orthogonal {100}c directions. Such a quasi-AFE
state has been analyzed in detail in our recent work.34 Between the two
domains, the (110)c and (100)c DB segments can be clearly identified.
It should be noted that ICMs are stochastic in thickness; structurally,
they can be equivalently viewed as CMs plus random and aperiodic
APB-like translational boundaries (as those observed in PbZrO3).
Therefore, the stripes across the boundary are always mismatched for
a (100)c DB [consider the case in PbZrO3 shown in Fig. 2(b)], giving
rise to an uncompensated depolarization field along the entire (100)c
DB segment. Such a depolarization field realigned the dipoles near
the DB. Consequently, the material was found to develop a thin
ferroelectric-like layer at the DB [marked by the white dashed box in Fig.
4(a)], in which the Pb displacements all roughly point upward [schemat-
ically illustrated in Fig. 4(b)]. For the (110)c DB segment, although the
dipoles in the “imbalance antiparallel” domain remain in-plane with the
DB, the stripes with stochastic thickness in the orthogonal domain also
lead to a depolarization field along the entire (110)c segment. It should
be noted that antiferroelectric crystals are also ferroelastic and internal
elastic stresses may influence the domain boundary configurations. The
present work is primarily on the Pb-cation displacement. Elastic stresses
do not sense the direction of cation displacements. Consequently, the
electrostatic energy presumably plays a predominant role in dictating the
Pb-cation displacement in the vicinity of 90 antiferroelectric domain
boundaries. Due to the randomness in the thickness of dipole stripes and
the presence of uncompensated polarization in the ICMs, the thickness
of the DB in the incommensurate AFE phase is at least 2 primitive cells,
thicker than that in undoped PbZrO3.
The atomic structures of the DBs revealed in the present work
may play an essential role in dictating the properties, including the
critical phase transition field EF, of these PbZrO3-based AFE
FIG. 2. (a) and (b) Domain configurations in PbZrO3 revealed by the Pb-displacement
vector maps. When APBs are not present, the stripes of CMs are all matched
across the 90 DB even if a jog of a (110)c segment [red line in (a)] is inserted; the
existence of an APB leads to a zigzagged DB [magenta lines in (b)]. (c) Schematic
demonstrating both the all-matched and zigzagged domain configurations in
PbZrO3. The thin dashed lines outline the pseudocubic unit cells and the thick
dashed lines indicate the straight DB with {100}c segments. The jog and zigzagged
DBs are marked by the red and magenta dashed lines, respectively.
FIG. 3. (a) Typical bright-field TEM image of 90 domains in PZ-5 with a textured
contrast. The corresponding SAED is shown in the inset. (b) Pb-displacement
vector map overlaid on an atomic resolution HAADF-STEM image taken from the
red box in (a), showing the {100}c and {110}c segments in the DB.
FIG. 4. Development of an atomically thin ferroelectriclike layer at the DB in PZ-5,
as can be seen from (a) direct observation and (b) schematic illustration.
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compositions. EF is greater than 200 kV/cm at room temperature in
undoped PbZrO3,
32,40 while decreases to around 50 kV/cm in PZ-5.34
Such a significant reduction in EF is possibly related to the unique DB
structures in two aspects. First, the formation of the ferroelectric phase
out of the antiferroelectric matrix must undergo nucleation followed
by a growth process.41 In PZ-5, the nucleation process could be
skipped due to the existence of a thin ferroelectric layer at DBs. As a
result, the phase transition can easily take place via the fast expansion
of the DB regions at the cost of AFE domains. Second, the applied
electric field could initially reorient the dipoles within the thin ferro-
electric layer at DBs, resulting in a much greater local depolarization
field. We recently demonstrated that the interface between ferroelectric
and antiferroelectric phases gains a good mobility once the uncompen-
sated depolarization field emerges.42 Subsequently, the global phase
transition can be triggered at a lower applied field.
In summary, the complex DB structures in PbZrO3-based AFEs
were studied at the atomic scale using aberration-corrected STEM and
Pb-displacement analysis. Basically, the curved 90 DBs in these
ceramics are a combination of {100}c and {110}c boundary segments.
In PbZrO3, when an APB is present, a straight {100}c segment trans-
forms to a zig-zag shape. In the modified composition, PZ-5, the
dipoles near the DB are realigned by the local depolarization field, so
that an atomically thin ferroelectriclike layer was observed at the DB.
The thickness of DBs in PbZrO3 can be as thin as one primitive cell,
whereas that in PZ5 can be at least two primitive cells. Our findings
reveal the atomically resolved DB structures in PbZrO3-based AFE
and will help establish the structure-property relationship in many
boundary-induced phenomena in ferroic materials.
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